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Note 1: If at any stage of installation you find your sportlid to be an
unacceptable fit please contact the manufacturer before continuing.

Note 2: If required, use Under Rail Bed Liner only. NOT FOR USE
WITH OVER RAIL BED LINER!

Tools Required:
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Wrench

™
\\

OPTIONAL //

(/

Fitting Kit Number

Product

Revision

Date

K408

Upstone Lid

1

19.03.2018




Note 2: If required, use Proform
Under Rail Bed Liner only. Not
for use with Over Rail Bed Liner.

Follow guide
lines to trim
liner in front
corners.

Vehicle Model X
Mercedes Classe X 2016+ 2

FINGER TIGHTEN ONLY
5 Place front of side mounting ) Vehicle Model s 6 0
brackets back from inside oo Mercedes Classe X 2016+ 8omm | 1 | 7
corners of the cargo box - See &@ = |
table for measurement /@ ‘

(/)-See Table for hole
~ selection

MAX TORQUE [ o
SETTING = | i
8.5Nm OR | o | F\@
2X 6.3 Ft/Pounds ] ®/:ﬂ
2X 2X
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() -See Table for hole
selection

MAX TORQUE
SETTING =
8.5Nm OR

6.3 Ft/Pounds

Vehicle cab

I o o0

'\ -See Table

Vehicle Model |
Mercedes Classe X 2016+ 25mm

DO NOT apply below 15C,
Apply pressure to part. Adhesive is pressure activated.
Allow 3hrs minimum to cure before installling lid
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MAX TORQUE -
SETTING = *
8.5Nm OR

6.3 Ft/Pounds |

Wix

Vehicle Model

Mercedes Classe X 2016+

25mm | 25mm

10

MAX TORQUE
SETTING =
8.5Nm OR

6.3 Ft/Pounds

MAX TORQUE
SETTING =

8.5Nm OR
6.3 Ft/Pounds

MAX TORQUE
SETTING =

8.5Nm OR
6.3 Ft/Pounds
MAX TORQUE SETTING =
¥3) |8.5Nm OR 6.3 FtPounds RIGHT
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Slide lid mounting bracket
as far forward as posible
onto the locator.

Adjust latch bracket, latch
height and pin location to
align pin with centre of
latch. Adjust cable tension
to achieve correct latching.
IMPORTANT! : Ensure seal
contacts vehicle in all areas
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Insure hinge is not
twisted.

Adjust connection
to lid if nessessary.

MAX TORQUE
SETTING =
8.5Nm OR
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Ensure even spacing between lid & vehicle
Equal distance along the sides and back corners. Equal distance
on.both sides Mounting brackets can be adjusted. | onbthisides

After installation carefully and thoroughly clean all debris from the inside of the cargo box.
Retain these instructions for future reference

/\ CAUTION!

NEVER allow people or animals under the closed cover

Do not place unsealed solvents or chemicals under the cover
Do not stand or place heavy objects on the cover

Do not open lid when under load.

Close the cover before operating the vehicle

Do not allow oil, solvents or chemicals to contact the cover

Clean only with a mild detergent and water solution
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WARNING: fit the N and O front

bends as shown in the drawing

ATTENTION: monter les curves
anterieures N et O comme indiqué

dans le dessin.
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INSTALLATION INSTRUCTIONS WITH ROLL BAR

RLB76

2 Insert 2 x Square bolts in both the left and right rails.

)

279
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3 Place the sport bar onto the cover aligning the holes on the foot plate with the square bolts inserts.

Fix with nut, spring washer and washer.

M8: 25Nm

Replace the caps on the covers corners

H
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TUV SUD Auto Service GmbH 4
Westendstrasse 199

D-80686 Miinchen

Auto Service
Bestatigung Nr.: 16-00119-CP-BWG-01 (Stand 08/16)
Hersteller: Dr.H6hn GmbH '
Typ: Ladeflachenabdeckung Seite 1 von 2

Gutachterliche Stellungnahme

zur Vorlage bei der Technischen Prifstelle oder
anderen Uberwachungsorganisationen

Betreff: Ladeflachenabdeckungen an LKW der Klasse N1
Dr. H6hn GmbH
Kinzelsauer Strasse 13
D — 74653 Ingelfingen

Der Anbau von Laderaumabdeckungen an LKW offener Kasten ist gem. § 19 (Beispielkatalog)
unter folgenden Randbedingungen nicht abnahmepflichtig:

- Die Fahrzeugteile ragen nicht tiber die FahrzeugauBenkontur hinaus.
- Die Fahrzeugteile sind nicht scharfkantig.

- Die Fahrzeugteile werden mittels Klemmhalterungen montiert und sind somit nicht
dauerhaft fest mit dem Fahrzeug verbunden.

Unter den vorgenannten Bedingungen handelt es sich bei solchen Fahrzeugteilen um
»Ladung“ bzw. um Ladungssicherung.

Der Uberrollbtigel ist optional !

DETAIL F
SCALE1:2

DETAIL G
SGALE | 52
Bild:

Benannt unter Registriernummer KBA-P 00100-10
von der Benennungsstelle des Kraftfahrt-Bundesamtes, Bundesrepublik Deutschland
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Westendstrasse 199
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Auto Service

Bestatigung Nr.: 16-00119-CP-BWG-01 (Stand 08/16)
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Verwendungsbereich und Zuordnung

ALUMINIUM COVER
Art. Nr.: Verwendungsbereich:
H223 ALUMINIUM TONNEAU COVER TOYOTA HILUX/VIGO DBLE CAB 2006+
H222 ALUMINIUM TONNEAU COVER TOYOTA HILUX/VIGO EXTRA CAB 2006+
H228 ALUMINIUM TONNEAU COVER MITSUBISHI L200 LONG BED DOUBLE CAB 2010+
H226 ALUMINIUM TONNEAU COVER NISSAN D40 DOUBLE CAB 2005+
H465 ALUMINIUM TONNEAU COVER NISSAN NP300 DOUBLE CAB 2016+
H466 ALUMINIUM TONNEAU COVER NISSAN D40 DOUBLE CAB 2005+
H219 ALUMINIUM TONNEAU COVER FORD RANGER 2012+ DOUBLE CAB
H220 ALUMINIUM TONNEAU COVER FORD RANGER 2012+ SUPER CAB
H220 ALUMINIUM TONNEAU COVER MAZDA BT50 2012+ SUPER CAB
H480 ALUMINIUM TONNEAU COVER NISSAN D40 KING CAB C-CHANEL 2005+
H231 ALUMINIUM TONNEAU COVER ISUZU D-MAX SPACE CAB-2011
H479 ALUMINIUM TONNEAU COVER MITSUBISHI L200 CLUB CAB 2006+
H221 ALUMINIUM TONNEAU COVER VOLKSWAGEN AMAROK DBLE CAB 2010+
H477 ALUMINIUM TONNEAU COVER TOYOTA HILUX/REVO DOUBLE CAB 2016+
H478 ALUMINIUM TONNEAU COVER TOYOTA HILUX/REVO EXTRA CAB 2016+
H224 ALUMINIUM TONNEAU COVER NISSAN D40 DOUBLE CAB LONG BED 2010+
H304 ALUMINIUM TONNEAU COVER L200 DOUBLE CAB 2016+
H306 ALUMINIUM TONNEAU COVER L200 CLUB CAB 2016+
H230 ALUMINIUM TONNEAU COVER ISUZU D-MAX 2012+ CREW CAB
H229 ALUMINIUM TONNEAU COVER ISUZU D-MAX 2012+ SPACE CAB
H299 ALUMINIUM TONNEAU COVER FIAT FULLBACK DOUBLE CAB 2016+
H305 ALUMINIUM TONNEAU COVER FIAT FULLBACK EXTRA CAB 2016+
H219 ALUMINIUM TONNEAU COVER FORD RANGER 2016+ DOUBLE CAB
H220 ALUMINIUM TONNEAU COVER FORD RANGER 2016+ SUPER CAB

AS-CRC-BWY/FIL; Filderstadt, den 22. 08. 2016,

Dipl.- Ing.(FH) Schwarz

Der amtlich anerkannte Sachverstandige
fur den Kraftfahrzeugverkehr

Benannt unter Registriernummer KBA-P 00100-10
von der Benennungsstelle des Kraftfahrt-Bundesamtes, Bundesrepublik Deutschland



