RoAD RANGER®

MOUNTING INSTRUCTIONS
Gas struts’ adjustment and fixing kit for sport bar installation
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8 /Njniy Volkswagen Amarok Double Cab 2010 2H, 2HS2

~ Isuzu D-Max Double & Extra Cab 2012 ATFS, ATFR

10

Vehicle Model b d f
Toyota Hilux Double Cab 2005 N25S, N25T 70.4mm 4 | 2
Isuzu D-Max Double & Extra Cab 2012 ATFS, ATFR| 69mm | 1 | 4
Ford Ranger T6 Double Cab 2011 2AB 72.4mm 4 3
Volkswagen Amarok Double Cab 2010 2H, 2HS2 | 70.4mm 3 | 4
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' Toyota Hilux Double Cab 2005 N25S, N25T 23mm
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DO NOT apply below 15C.
Apply pressure to part. Adhesive is pressure activated.

Allow 3hrs minimum to cure before installling lid
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Vehicle Model P Q )

Toyota Hilux Double Cab 2005 N255, N25T 31mm | 31mm -
Isuzu D-Max Double & Extra Cab 2012 ATFS, ATFR 26mm @ 29mm =
Ford Ranger T6 Double Cab 2011 2AB 16mm | 16mm | 2 Qty
Volkswagen Amarok Double Cab 2010 2H, 2HS2 | 22mm @ 22mm | 1Qty

Ford Ranger T6 Double Cab 2011
Skip to step 11
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Slide lid mounting bracket
as far forward as posible
onto the locator.

After installation carefully and thoroughly clean all debris from the inside of the cargo box.

Retain these instructions for future reference

/\ CAUTION!

NEVER allow people or animals under the closed cover

Do not place unsealed solvents or chemicals under the cover
Do not stand or place heavy objects on the cover

Do not open lid when under load.

Close the cover before operating the vehicle

Do not allow oil, solvents or chemicals to contact the cover

Clean only with a mild detergent and water solution
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RodaD RANGER®

Montage du roll bar
sur le tonneau cover

Step | : Remove caps corners by
unscrewing the screws in the back corners,

both left and right.




Step 3 : Place the sport bar on the cover,
align its feet on the rail as shown in the
pictures below.

Step 4 : Insert the bolts, adjust and tighten.
The sport bar is mounted.

Step 5 : Replace the caps on the cover's
COrners.
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